AGENCAVI

Special cables
for dynamic laying
max 300 m/min

Code

OMDS16/557

SIGNAL PUR W) @B

(6x2x0.34+1x2x0.34+1x2x1) SK

Minimum bending radius

Typical speed
Max acceleration

Conductor

Insulation

Colour code

Taping
Shield
Taping

Jacket

Service temperature
Storage temperature
Voltage

Dielectric strength

Insulation resistance

10 x cable diameter

300 m/min

30 m/s?

Flexible complying with:

NFC 32012 Class 6, CEl 20-29 Class 6,
IEC 60228 Class 6, VDE 0295 Class 6
Polyolefin

6 Cp 0,34 mm? DIN 47100

1 Cp 0,34 mm? white - brown
1Cp1  mm?2red - black

Soft tape

1 Cp 0,34 mm? sheet Al/TFT + D.W.
Total: tinned copper braid coverage = 85%
Soft tape

Polyurethane complying with VDE 0250-818
colour: green Ral 6018

-20°C +80°C
-30°C +80°C
250V

1500 vV

= 5000 Mochmxkm

Oil resistance
Flame resistance

UL-CSA approval

VDE 0472 part 803/B (04/1986)

EN 60811.2.1 - VDE 0282 p. 10, HD 22.10 51
CEl EN 50265-2-1, DIN EN 50265-2-1

NFC 32070 C2, IEC60332.1.1

UL Listed

CSA Listed




